






r                r
Rated current 

f elease o  r
n( )I A

Setting current 
egulation ange

(A

(

)

)Standard Rated Power Three Phase Motor     kW 

AC-3，50Hz/60HzType
400V

-

-

-

-

-

0.37

0.75

1.5

2.2

415V

-

-

-

-

-

-

0.75

1.5

2.2

440V

-

-

-

-

0.37

0.55

1.1

1.5

3

500V

-

-

-

-

0.37

0.75

1.1

2.2

3.7

690V

-

-

-

0.37

0.55

1.1

1.5

3

4

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

0.16

0.25

0.4

0.63

1

1.6

2.5

4

6.3

0.1-0.16

0.16-0.25

0.25-0.4

0.4-0.63

0.63-1

1-1.6

1.6-2.5

2.5-4

4-6.3

230/240V

-

-

-

-

-

-

0.37

0.75

1.1

4

5.5

7.5

11

11

4

5.5

9

11

11

4

7.5

9

5.5

7.5

9

7.5

9

11

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

NS2-25(X)、NS2-32H

10

14

18

23

25

6-10

9-14

13-18

17-23

20-25

2.2

3

4

5.5

5.5

11

11

11

15

15

18.5
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Type Rated current f elease n( )o  r I   A

0.16

0.25

0.4

0.63

1

1.6

2.5

4

6.3

10

14

18

23

25

32

25

32

40

50

65

80

0.1-0.16

0.16-0.25

0.25-0.4

0.4-0.63

0.63-1

1-1.6

1.6-2.5

2.5-4

4-6.3

6-10

9-14

13-18

17-23

20-25

24-32

20-25

23-32

30-40

37-50

48-65

63-80

1.5

2.4

5

8

13

22.5

33.5

51

78

138

170

223

327

327

416

350

448

560

700

910

1120

4.3.1 Action characteristics of instantaneous electromagnetic trip of starter 

Test current

0.8Ir

1.2Ir

Initial state

Cold state  

  Cold state

Set time

t≥0.2s

t＜0.2s

Expected results

  No trip

Trip

Ambienta ir temperature   

Regulating range of setting current
of thermal element(A) 

Current setting value of instantaneous
electromagnetic release Ir(A) 

+20℃±5℃

+20℃±5℃



Rated current of 
release
In(A)

Setting 
currentregulation 
range 
(A)

Current rating of fuse-link of back-up fuse,which Icc > Icu 
230/240V 400/415V 440V 500V 690V

aM  A gL/gG  A aM  A gL/gG  A aM  A gL/gG  A aM  A gL/gG  A aM  A gL/gG  A

0.16

0.25

0.4

0.63

1

1.6

2.5

4

6.3

10

14

18

23

25

32

0.16

0.25

0.4

0.63

1

1.6

2.5

4

6.3

10

14

18

23

25

32

25

32

40

50

65

80

0.1-0.16

0.16-0.25

0.25-0.4

0.4-0.63

0.63-1

1-1.6

1.6-2.5

2.5-4

4-6.3

6-10

9-14

13-18

17-23

20-25

24-32

0.1-0.16

0.16-0.25

0.25-0.4

0.4-0.63

0.63-1

1-1.6

1.6-2.5

2.5-4

4-6.3

6-10

9-14

13-18

17-23

20-25

24-32

20-25

23-32

30-40

37-50

48-65

63-80

★

★

★

★

★

★

★

★

★

★

★

★

80

80

80

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

-

-

-

-

-

-

★

★

★

★

★

★

★

★

★

★

★

★

100

100

100

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

-

-

-

-

-

-

★

★

★

★

★

★

★

★

★

★

63

63

80

80

80

★

★

★

★

★

★

★

★

★

★

★

100

100

100

100

250

250

250

315

315

315

★

★

★

★

★

★

★

★

★

★

80

80

100

100

100

★

★

★

★

★

★

★

★

★

★

★

125

125

125

125

315

315

315

400

400

400

★

★

★

★

★

★

★

★

50

50

50

50

63

63

63

★

★

★

★

★

★

★

★

★

★

50

63

80

80

80

-

-

-

-

-

-

★

★

★

★

★

★

★

★

63

63

63

63

80

80

80

★

★

★

★

★

★

★

★

★

★

63

80

100

100

100

-

-

-

-

-

-

★

★

★

★

★

★

★

★

50

50

50

50

50

50

50

★

★

★

★

★

★

★

★

★

50

50

50

50

50

50

-

-

-

-

-

-

★

★

★

★

★

★

★

★

63

63

63

63

63

63

63

★

★

★

★

★

★

★

★

★

63

63

63

63

63

63

-

-

-

-

-

-

★

★

★

★

★

★

16

25

32

32

40

40

40

40

40

★

★

★

★

★

★

20

25

40

40

50

50

50

50

50

160

160

160

200

200

200

★

★

★

★

★

★

20

32

40

40

50

50

50

50

50

★

★

★

★

★

★

25

32

50

50

63

63

63

63

63

200

200

200

250

250

250

Type  

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-25(X) 

NS2-32(X) 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-32H 

NS2-80 

NS2-80 

NS2-80  

NS2-80 

NS2-80  

NS2-80  












